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Gaines / Conduits GUIDE DE CHOIX/ CONDUIT SELECTION CHART

Conduit Application Code IP Couleur Matiére Certifications
Conduit type Application IP code Colour material Certifications
Fo o Noir Spirale PVC rigide avec enrobage PVC souple

E CAPRISOUPLE IP 66 5°C/+10°C Black Hard PVC core with soft PVC coating n @ 34
ADAPTALOK TYPE L Machines outils oo o~ Noir Polyamide 6 (UL 94 HB) -\

E ADAPTALOK LIGHT Machine-tools P68 -20°C/+100°C gy Polyamide 6 (UL 94 HB) 36
ADAPTALOK STANDARD Machines outils P 68 20°C / +100°C Noir Polyamide 6 (UL 94V2) b\ 36
ADAPTALOK STANDARD Machine-tools Black Polyamide 6 (UL 94V2) RTMD
ADAPTALOK RENFORCE Machines outils P68 --20°C/ Noir Polyamide 6 (UL 94V0) -\ 36
ADAPTALOK REINFORCED Machine-tools +100°C Black Polyamide 6 (UL 94V0)

Z ADAPTALOK ROBOTIQUE Robotique o o Gris Polyamide 12 (UL 94V2)
ADAPTALOK ROBOTICS Robotics IP 68 40°G/ +85°C Grey Polyamide 12 (UL 94V2) n 36

_. ADAPTALOK FENDUE o o~ Noir Polyamide 6 -\

ADAPTALOK SPLITED IP 68 40°C/+120°C Black Polyamide 6 37

Matériel roulant . . .
. ono o~ Noir Polyamide 6 (UL 94V0) Programme d'essais SNCF n°478

E ADAPTALOK 12F2 ferr_owa|re o IP 68 20°C / +100°C Black Polyamide 6 (UL 94V0) Approved by SNCF n°478 37

Railways application
Machines outils, compatibilité . , L
ADAPTALOK TRESSEE slectromaanétique P68 40°C / +120°C Polyamide 6 recouvert d'une tresse en cuivre étamé 37
ADAPTALOK BRAIDED omagnetig Polyamide 6 conduit braided with tinned copper
Machine-tools, EMI screen
Eno on Gris Acier zingué simple agrafage / acier inox NFC 68-109 / NF USE MSB 7P
CAPRIFLEX 1P 40 S0°C/+300°C Grey Zinc strip spiral wound / stainless steel NFC 68-109/ NF USE MSB 7P 46
. Acier zingué simple agrafage recouvert de PVC aspiré
o o Gris LS o . NFC 68-109 / NF USE MSB 7APE
CAPRIPLAST IP 66 -5°C / +80°C Grey Z)e‘)/(é%; zinc steel strip spiral wound continous PVC sheath NFC 68-109 / NF USE MSB 7APE 47
, Gris Acier zingué simple agrafage recouvert de PVC aspiré
ECOPLAST IP 66 -5°C / +80°C Gre Flexible zinc steel strip spiral wound continous PVC sheath 47
y covered
. Feuillard d'acier galvanisé simple agrafage recouvert d'une ——
SPL IP 67 -20°C / +105°C g?alfr:k gaine lisse en PVC renforcé URU%o;zeg_s ;5339%98 51
Galvanised steel strip coated with smooth heavy duty PVC
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Accessoires pour gaines - Accessories for conduits

Raccord caprisouple / Caprisouple fittings

Raccord droit / Straight fitting IP 66 -5°C/+70°C  Noir/ Black  Polyamide 6.6 / Polyamide 6.6 34-35
Raccord tournant / Straight swivel adaptor IP 66 -5°C/+70°C  Noir/ Black  PVC UL 94VO / PVC UL 94V0 35
Raccords adaptalok / Adaptalok fittings

Raccords droits / Straight fitting IP66  -40°C/+120°C Noir/ Black  Polyamide 6 (UL 94V2) / Polyamide 6 (UL 94V/2) KN 38
Raccords droits / Straight fitting IP67  -40°C/+120°C Noir/ Black  Polyamide 6 (UL 94V2) / Polyamide 6 (UL 94V2) L\ 42
Raccords coudés 45° / 45° elbow fittings IP66 -40°C/ +120°C  Noir/ Black  Polyamide 6 (UL 94V2) / Polyamide 6 (UL 94V2) b\ 40
Raccords droits orientables / Straight body-swivel fitting IP66  -40°C/+120°C Noir/ Black  Polyamide 6 (UL 94V2) / Polyamide 6 (UL 94V2) b\ 41
Raccords coudés 90° / 90° elbow fitting IP66 -40°C / +120°C  Noir/ Black  Polyamide 6 (UL 94V2) / Polyamide 6 (UL 94V2) K 39
Raccords coudés 90° / 90° elbow fitting IP67  -40°C/+120°C Noir/ Black  Polyamide 6 (UL 94V2) / Polyamide 6 (UL 94V2) b\ 43
Raccords coudés 90° orientable / 90° elbow body-swivel fittings ~ |P66 -40°C/ +120°C  Noir/ Black  Polyamide 6 (UL 94V2) / Polyamide 6 (UL 94V2) b\ 41
Embase coudée 90° / 90° elbow body IP66 -40°C /+120°C  Noir/ Black  Polyamide 6 (UL 94V2) / Polyamide 6 (UL 94V2) L\ 40
Raccordsen TetY/Tand Y fittings IP40 -40°C/+120°C  Noir/ Black  Polyamide 6.6 / Polyamide 6.6 b\ 44
Manchon fileté / Straight coupler -40°C /+120°C  Noir/ Black  Polyamide 6.6 / Polyamide 6.6 b\ 45
Clip de maintien / Conduit clip -40°C / +120°C  Noir/ Black  Polyamide 6.6 / Polyamide 6.6 b\ ) 45
Extracteur / Removal tool Noir / Black  Polyamide 6.6 / Polyamide 6.6 b\ 45
Raccords Capriflex / Capriflex fittings

Raccord Caprigaine / Caprigaine fitting IP40 +800°C Laiton nickelé / Nickel plated brass 46
Raccords communs Capriflex-Capriplast / Capriflex-Capriplast fittings

Raccords Judodix / Judodix fittings IP66 -5°C / +80°C laiton nickelé - inox 316 L/ nickel plated brass - stainless steel 316 L 48
Terminus isolant / Insulated insert -5°C / +80°C Polyéthylene / Polyethylene 50
Terminus metallique / Metallic insert Laiton nickelé / Nickel plated brass 50
Terminus de masse / Conductor insert -5°C / +80°C Laiton brut / Brass 50
Raccords SPL / SPL fittings

Terminus métallique / Metallic insert Laiton nickelé / Nickel plated brass 51
Raccord droit / Straight fitting P67 Laiton nickelé / Nickel plated brass 51-52
Raccord coudé 90° / 90° elbow fitting IP67 Alliage de zinc nickelé / Nickel plated zinc 52
Clip de maintien / Conduit clip Acier protégé par PVC / Plated steel with PVC insert 52
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