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CAFRI-CODEC SAS Exi4047
35 RUE DES FONTENILS
41600 NOUAN LE FUZELIER, FRANCE

Class [, Zone 1, AEx & I,

Cable termination fitting. For use with armored marine shipboard cable employing, aluminum, bronze, copper o stainkess
steel grounding braid. Series ADE, followed by 4F, followed by 12, 374, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3, 3-1/2, 4, 20, 25, 32, 40,
50, 63, 75, B0, 90, 100 or 110, followed by No, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16 or 17. Thread sizes ¥ to 3-1/2 in, NPT
Inclusive or M20 to 100 inchusive.

These fittings are intended for irstalistion on mobile affshore oll rigs and drilling platforms n accordance with Subpart 111.60 af
the United States Coast Guard Electrical Engineering Regulations, Subchapter ) (Titke 46 of Federal Reguiations, Parts 110 o
113 inclusive) as applied by the Autharity Having Jurisdiction.

Class I, Zone 2, Alfx & IT.

Cable termination ftting. For use with unanmored marine shipboard cable, Series ADE, fallered by 1F, followed by 153, 3/4,
1, 1-174, 1-1/3, 3, 2-0/2, 3, 3-W/2, 4, 20, 25, 32, 40, 50, 63, 75, 80, 90, 100 or 110, foliowed by No. 6, 7, 8, 9, 10, 11, 12, 13,
14, 15, 16 or IV, Thread sipes % bo 4 in. NPT inclusive o M20 1o M110 inclusiee,

These fittings ane intended for instaSiation on mobde offshone oil rigs and drilling platforms in accordance with Subpart 111,60 of
the United States Coast Guard Electrical Engineering Regulations, Subchapter § (Titie 46 of Federal Regulations, Parts 110 o
113 inclusive) as applied by the Authority Having Jurisdiction.
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