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Manufacturer: CAPRI CODEC

386, rue des fontenils BP6
41600 NOUAN-LE-FUZELIER
France

Manufacturing location(s):

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and
found to comply with the IEC Standard list below and that the manufacturer's quality system, relating to the Ex products :
covered by this certificate, was assessed and found to comply with the IECEx Quality system requirements. This '
certificate is granted subject to the conditions as set out in IECEx Scheme Rules, IECEx 02 and Oparational

Documents as amended.

STANDARDS:
The electrical apparatus and any acceptable variations to it specified in the schedule of this certificate and the identified
documents, was found to comply with the following standards:

IEC 60079-0 : 2004 Electrical apparatus for explosive gas atmospheres - Part 0; General requirements
Edition: 4.0

IEC 60079-1 : 2007-04  Explosive atmospheres - Part 1: Equipment protection by flameproof enclosures “d"
Edition: 6 '

IEC 60079-7 : 2006-07  Explosive atmospheres - Part 7: Equipment protection by increasad safety "e"
Edition: 4

{EC 61241-0 : 2004 Electricai apparatus for use in the presence of combustible dust - Part 0: General
Edition: 1 requirements :

{EC 61241-1 : 2004 Electrical apparatus for use in the presence of combustible dust - Part 1: Protection by
Edition: 1 enclosures "tD"

This Certificate does not indicate compliance with electrical safety and performance requirements other than those
expressly included in the Standards listed above.

TEST & ASSESSMENT REPORTS:
A sample(s) of the equipment listed has successfully met the examination and lest requirements as recorded in

IECEx ATR: Fite Reference:
IECEX Test Repport I.CIE 60031545-529991
FR/iL.CI/EXTRO7.0009/60

FR/LCI/EXTR(07.0008/MH
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Schedule
EQUIPMENT:

| Equipment and systems covered by this certificate are as follows:

. DESCRIPTION

;;Cable glands usable with flameproof "d" and increased safety "e" equipments. Furthermore they also may be?
fitted on cerified pressurized ‘p" and intrinsic safety "I" apparatus. Available models are described in

“manufacturer's documents.
| These cable glands maintain P88 degree of protection.

 MARKING

| Redugced marking is as foliowing

: CAPRI

FADE R

HExdHC/Exell /ExtD

HIECEX LCI 05.0004X

| Type of screw and thread pitch

‘Minimal and maximal diameters of permitted cables on the sealing ring

Service temperature range is:
i =70°C to +220°C for SILICONE sealing ring
:-80°C to +80°C or -40°C to +100°C for NEOPRENE sealing ring

{CONDITIONS OF CERTIFICATION: YES as shown below:
'The cable glands shall be used in compliance with indications given by the manufacturer with its
“documentation.
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;DETAELS OF CERTIFICATE CHANGES (for issues 1 and above):

{lssue 2: EXTR n° FRALCVEXTR07.0000.01 (LCIE n® 60059119-560479)

The point of this new amendment is the extension of the range of cable glands type "ADE".
: The new cable gland, type : ADE-6F", is made with 6 functions.
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DETAILS OF CERTIFICATE CHANGES (for issues 1 and above):
Issue 2 : ExTR n° FRILCVEXTR07.0006.01 (LCIE n® 60059119-560479)

The point of this new amendment is the extension of the range of cable glands type "ADE".
The new cable gland, type : ADE-6F", is made with 6 functions.




