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See General Information for Cabde Fittings for Use in Zone Classified Hazardous Locations

CAPRI-CODEC SAS E3i0130
36 RUE DES FONTENILS
41600 MOUAN LE FUZELIER, FRANCE

Class I, Zona I, AEx @ II.

Cable ermination fitting , Types unarmaned ITC, MW{+), PLTC and TC cables. Sarkes ADE 1F, ed by L2, 304, 1, 1=104,
1-1/2, 2, 2-12, 3, 3-1/2, 4, 20, 25, 32, 40, 50, 63, 75, 80, 90, 100 cr 110 followed by No. 4, 5. 6, 7. B, 9, 10, 11, 12, 13, 14,
15, 16 or 17. Thread sizes ¥ b d . NPT inclusive or M20 to MLID inckis ke,

Cable termination ftting, Types ITC, B[+, PLTC and TC cables having SWA wine armor construction. Seces ADE, fallowed
by 4F, followed by 172, 354, 1, 1-1/4, 1-172, 2, 2-1/2, 3, 3-172, 4, 20, 25, 32, 40, 50, 63, 75, B0, 20, 100 or 110, folowed by
Mo, 5 6, 7,.8,9, 10, 11, 12, 13, 14, 15, 16 &r 17. Thread sizes ¥ to 3-172 in. NPT Aclusive or M20 o M100 inclusive.

Hote + Denobed that single conductor Type MV cables must be of the metallic-armaored or shielded type,
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Thit appEarance of 3 CoMpan's name or prodict In this database does nat i iself assure that products so idantified have been
maraifactured under UL's Fallow-Up Service. Only thess products Bearing the UL Mark should be considened o be Listed and
covired under L' Follow-Up Service. Abuaye look for the Mark on the product.

LA permits the repreduction of the material conaired in the Online Certification Directory subject to the fallowing conditions: 1.
The Guide Information, Designs and/or Listings (files) must be presented in their entirety and in a non-mislesding manner,
without any manipuiaticn of the data (or drawings). 2. The staterment “Reprinted from the Onling Certfications Derectory with
permitssion from Underwriters Labaratores Inc.” must sppear adjacent to the extracted matorial. In addition, the reprinbed
material must include A coperight natice in the following format; *Copyright & 2008 Underwriters Laboratories Tne.®®



