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I Ex-Manual  motor  starter  I

GHG 635-12 Panel mounting

Technical  data

Ex-Manual  motor starter  GHG 635-12

Marking to 94/9/EC II 2 G Ex d IIC T6 / II 2 D Ex tD A21 IP66 T80 °C

EC-Type Examination Certificate PTB 05 ATEX 1020

Permissable ambient temperature –20 °C to +40 °C

Rated voltage up to 650 V

Rated current 0.1 up to 16 A

Frequency 50/60 Hz

Switch rating AC 3 650 V AC 16 A

Rated voltage undervoltage trip 230/400 V 50/60 Hz (Standard version)

440 V / 500 V / 24 V / 48 V / 60 V on request

Undervoltage trip tripping at 35 % – 70 % Uc

can be switched on at U > 85 % Uc

Back up fuse up to 400 V AC short circuit proof up to 50 kA up to 6.3 A; 30 kA up to 16 A

Thermal ripping characteristic T II

Insulation class I

Degree of protection accd. EN 60529 IP66

Connecting cable H07RN-F (standard 3 m, other lenght on request)

Weight 1 kg (without cable)

Enclosure material Glass-fibre reinforced polyamide

Enclosure colour black
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C O O P E R  C R O U S E - H I N D S  G M B H 10.89

Ordering detai ls

Setting range Undervoltage trip Cord length Order No.

Ex-Manual motor starter GHG 635-12

0.1 - 0.16 A no 2 x 3 m GHG 635 1200 R0001

230 V 2 x 3 m GHG 635 1210 R0001

400 V 2 x 3 m GHG 635 1220 R0001

0.16 - 0.25 A no 2 x 3 m GHG 635 1200 R0002

230 V 2 x 3 m GHG 635 1210 R0002

400 V 2 x 3 m GHG 635 1220 R0002

0.25 - 0.40 A no 2 x 3 m GHG 635 1200 R0003

230 V 2 x 3 m GHG 635 1210 R0003

400 V 2 x 3 m GHG 635 1220 R0003

0.40 - 0.63 A no 2 x 3 m GHG 635 1200 R0004

230 V 2 x 3 m GHG 635 1210 R0004

400 V 2 x 3 m GHG 635 1220 R0004

0.63 - 1.0 A no 2 x 3 m GHG 635 1200 R0005

230 V 2 x 3 m GHG 635 1210 R0005

400 V 2 x 3 m GHG 635 1220 R0005

1.0 - 1.6 A no 2 x 3 m GHG 635 1200 R0006

230 V 2 x 3 m GHG 635 1210 R0006

400 V 2 x 3 m GHG 635 1220 R0006

1.6 - 2.5 A no 2 x 3 m GHG 635 1200 R0007

230 V 2 x 3 m GHG 635 1210 R0007

400 V 2 x 3 m GHG 635 1220 R0007

2.5 - 4.0 A no 2 x 3 m GHG 635 1200 R0008

230 V 2 x 3 m GHG 635 1210 R0008

400 V 2 x 3 m GHG 635 1220 R0008

4.0 - 6.3 A no 2 x 3 m GHG 635 1200 R0009

230 V 2 x 3 m GHG 635 1210 R0009

400 V 2 x 3 m GHG 635 1220 R0009

6.3 - 9 A no 2 x 3 m GHG 635 1200 R0010

230 V 2 x 3 m GHG 635 1210 R0010

400 V 2 x 3 m GHG 635 1220 R0010

9 - 12.5  A no 2 x 3 m GHG 635 1200 R0011

230 V 2 x 3 m GHG 635 1210 R0011

400 V 2 x 3 m GHG 635 1220 R0011

12.5 - 16 A no 2 x 3 m GHG 635 1200 R0012

230 V 2 x 3 m GHG 635 1210 R0012

400 V 2 x 3 m GHG 635 1220 R0012

I Ex-Manual  motor  starter  I

GHG 635-12with mounting platePanel mounting
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I Ex-Manual  motor  starter  I

GHG 635-12 with mounting plate Panel mounting

Accessories

Mounting plate Ex-manual motor starter GHG 635-12

Type Content Order No.

Mounting plate Mounting plate for pipe mounting (1” or 2”) 

and square profile 41 x 41 mm or U-profile

60 x 40 mm incl. snap-on fixing clips GHG 630 1926 R0001

Screws size 1 5 self-tapping screws for panel mounting 

1 - 2 mm wall thickness GHG 630 1925 R0001

Screws size 2 5 self-tapping screws for panel mounting

2 - 3 mm wall thickness GHG 630 1925 R0002
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Dimension drawing ⎮ Wiring diagram

with undervoltage trip

without undervoltage trip

GHG 635-12
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Vielfaches des Einstellstromes
Multiple of setting current
Multiple de l'intensité reglée




