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I MCB distr ibut ion for  l ight ing c i rcui ts ,  
heat ing c i rcui ts ,  socket  d istr ibut ions I

C O O P E R  C R O U S E - H I N D S  G M B H 11.13

EXKO 223 100

Technical  data

MCB distr ibut ion for  l ight ing circuits  ⎮ heat ing circuits  ⎮ socket distr ibut ions

Marking to 94/9/EC II 2 G Ex de ia/ib m [ia/ib] IIC T6, T5, T4

II D Ex tD A21 IP66/IP65 T80 °C, T95 °C

EC Type Examination Certificate PTB 99 ATEX 1044

Permissible ambient temperature –20 °C to +40 °C

–55 °C to +55 °C (Option)

IECEx Certificate of Conformity IECEx BKI 06.0007

Marking accd. to IECEx Ex de ia/ib m [ia/ib] T4 ... T6

Ex tD A21 IP66 T80 °C

Rated voltage 690 V

Rated current 180 A

Insulation class I

Terminal cross-section up to 240 mm2

Degree of protection acc. to EN 60529 IP66

Enclosure material Stainless steel AISI 316 L

Enclosure colour electro-polished

Ordering detai ls  MCB distr ibut ion for  heat ing circuits

Version Type MCB wit RCD Terminal Cable glands Weight approx. Order No.
2-pole cr oss-section

40 A 1 8 x 16 A, 30 mA 10 mm2 1 x M40 (17 - 28 mm Ø)

8 x M25 ( 8 - 17 mm Ø) 22 kg EXKO 223 100 Q 0003

80 A 2 12 x 16 A, 30 mA 16 mm2 1 x M50 (22 - 35 mm Ø)

12 x M25 ( 8 - 17 mm Ø) 34 kg EXKO 223 100 Q 0004

80 A 3 24 x 16 A, 30 mA 16 mm2 1 x M50 (22 - 35 mm Ø)

24 x M25 ( 8 - 17 mm Ø) 58 kg EXKO 223 100 Q 0005

Order ing detai ls  MCB distr ibut ion for  l ight ing circuits

Version Type MCB Terminal Cable glands Weight Order No.
2-pole cross-section approx.

40 A 1 8 x 16 A 10 mm2 1 x M40 (17 - 28 mm Ø)

8 x M25 ( 8 - 17 mm Ø) 22 kg EXKO 223 100 Q 0000

80 A 2 12 x 16 A 16 mm2 1 x M50 (22 - 35 mm Ø)

12 x M25 ( 8 - 17 mm Ø) 34 kg EXKO 223 100 Q 0001

80 A 3 24 x 16 A 16 mm2 1 x M50 (22 - 35 mm Ø)

24 x M25 ( 8 - 17 mm Ø) 58 kg EXKO 223 100 Q 0002

Order ing detai ls  MCB distr ibut ion for  sockets

Version Type Socket outlets Cable glands Weight Order No.
approx.

2 x 16 A 1 2 x 16 A 3-pole 1 x M40 (17 - 28 mm Ø) 12 kg EXKO 223 800 C 0004

2 x 16 A 2 1 x 16 A 3-pole

1 x 32 A 1 x 16 A 5-pole

1 x 32 A 5-pole 1 x M40 22 kg EXKO 223 800 C 0005

4 x 16 A 3 2 x 16 A 3-pole

2 x 16 A 5-pole 1 x M40 27 kg EXKO 223 800 C 0006
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11.14 C O O P E R  C R O U S E - H I N D S  G M B H

I MCB distr ibut ion for  l ight ing c i rcui ts ,  
heat ing c i rcui ts ,  socket  d istr ibut ions I

EXKO 223 100

Wir ing diagram l ight ing distr ibut ion ⎮ heating circuit  distr ibut ion ⎮ socket distr ibut ion
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C O O P E R  C R O U S E - H I N D S  G M B H 11.15

Dimension drawing l ighting distribution ⎮ heating circuit distribution ⎮ socket distribution
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I MCB distr ibut ion for  l ight ing c i rcui ts ,  
heat ing c i rcui ts ,  socket  d istr ibut ions I

EXKO 223 100
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