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C O O P E R  C R O U S E - H I N D S  G M B H 11.51

I Ex-d-Bui l t - in  components  I

Thermal overcurrent relay

Technical  data

Thermal  overcurrent  re lay

Marking to 94/9/EC II 2 G Ex de IIC / I M 2 Ex ed I

EC Type Examination Certificate PTB 98 ATEX 1087 U

IECEx Certificate of Conformity IECEx BKI 07.0038 U

Marking accd. to IECEx Ex de IIC

Application temperature1) –20 °C to +40 °C

Rated voltage 690 V AC, 50/60 Hz

Rated operating voltage 690 V AC, 50/60 Hz

Release current Thermal tripping with phase failure protection,

manual reset

Rated voltage Auxiliary contact 690 V AC

Rated current Auxiliary contact 6 A

Terminal cross-section Main contact 2 x 10 mm2 fine wire with wire end sleeve/single wire

Auxiliary contact/

Coil connection 2 x 2.5 mm2 fine wire with wire end sleeve/single wire

Dimensions (L x W x H) Mounting width 70 mm

Weight 1.1 kg size 3

Enclosure material Glass-fibre reinforced polyester

Enclosure colour black

Options Auxiliary contact
1) Depend on installation

Mittlere Auslösezeit bei 20˚C in Abhängigkeit vom Vielfachen des Nennstromes 

1 3polige Belastung aus kaltem Zustand
2 2polige Belastung aus kaltem Zustand
3 3polige Belastung aus warmem Zustand
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Mean tripping time at 20°C in relationship to the multiple rated current

1. 3-pole load at cold condition
2. 2-pole load at cold condition
3. 3-pole load at warm condition
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11.52 C O O P E R  C R O U S E - H I N D S  G M B H

I Ex-d-Bui l t - in  components  I

Thermal overcurrent relay

Ex-Bui l t- in  components

Thermal  overcurrent  re lay

Release current

Release current Order No.

0.1  A - 0.16 A GHG 618 3103 R0012

0.16 A - 0.23 A GHG 618 3103 R0001

0.23 A - 0.36 A GHG 618 3103 R0002

0.36 A - 0.54 A GHG 618 3103 R0003

0.54 A - 0.8  A GHG 618 3103 R0004

0.8  A - 1.2  A GHG 618 3103 R0005

1.2  A - 1.8  A GHG 618 3103 R0006

1.8  A - 2.6  A GHG 618 3103 R0007

2.6  A - 3.7  A GHG 618 3103 R0008

3.7  A - 5.5  A GHG 618 3103 R0009

5.5  A - 8.0  A GHG 618 3103 R0010

8.0  A - 11.5 A GHG 618 3103 R0011
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Dimension drawing ⎮ Terminat ion diagram
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Module size 3 X = fixing dimensions

AC = Auxiliary contact
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