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dHLS 85...

Technical  data

dHLS 85250 ⎮ dHLS 85400

Marking to 94/9/EC II 2 G Ex de IIC T3

EC-Type Examination Certificate DMT 03 ATEX E 039

Permissable ambient temperature –20 °C to +50 °C / –20 °C to +55 °C (250 W)

–45 °C to +55 °C (option)

Rated voltage 230 V AC

Rated current 1)

Frequency 50 Hz

Power factor cos ϕ 0.5 ind. / 0.9 comp.

Circuit inductive circuit / compensated circuit

Connecting terminals L + N + PE; 2 x 2.5 mm2

Insulation class I

Lamp/Illuminant high pressure mercury vapour lamp HME 250 W / 400 W

high pressure sodium lamp HSE 250 W / 400 W

Lamp cap E 40 acc. IEC 60238

Light efficiency in operation 77 %

55 % (AR)2)

Degree of protection accd. EN 60529 IP65

Cable glands/Gland plates/Enclosure drilling 1 x M25 x 1.5 for cables from Ø 8 - 17 mm

1 x M25 x 1.5 with blanking plug

Dimensions (L x W x H) 570 x Ø 320 mm (without compensation box)

780 x Ø 320 mm (with compensation box)

Weight approx. 30 kg

approx. 37 kg with compensation box

Enclosure material light alloy with powder coating, grey

Protective cover/protective bowl borosilicate glass
1) see table
2) AR = external reflector
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dHLS 85...

Order ing detai ls

Type Lamp Rated luminous flux2) Rated current Power factor cos Order No.

dHLS 85250 250 W HME 13000 lm 2.2 A 0,5 ind. CGS 123 8688 P0001

250 W HME 13000 lm 1.1 A 0,9 comp. CGS 123 8688 P1001

250 W HSE 25000 lm 3.0 A 0,5 ind. CGS 123 8688 P2001

250 W HSE 25000 lm 1.5 A 0,9 comp. CGS 123 8688 P3001

dHLS 85400 400 W HME 22000 lm 3.25 A 0,5 ind. CGS 123 8788 P0001

400 W HME 22000 lm 2.5 A 0,9 comp. CGS 123 8788 P1001

400 W HSE 47000 lm 4.4 A 0,5 ind. CGS 123 8788 P2001

400 W HSE 47000 lm 3.0 A 0,9 comp. CGS 123 8788 P3001

Lamps and fixing accessories are not included
2) depends on used lamps

Accessories

dHLS 85250 ⎮ dHLS 85400

Type Version Order No.

Eye bolt (10 pcs.) M10 GHG 690 1921 R0003
Mounting bracket L 218 for inductive version GHG 690 1913 R0001
Mounting bracket L 430 for compensated version GHG 690 1913 R0002
External reflector (AR) Metal, white powder coated CGS 223 7990 P1000

Dimensions drawing
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