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I 16A 3- ,  4-  and 5-pole  up to  415 V I

C O O P E R  C R O U S E - H I N D S  G M B H 6.85

Plug Wall socket

Technical  data

Ex-protected plug and socket  Ex d

Marking to 94/9/EC II 2 G EEx de IIC T6

EC-Type Examination Certificate LOM 03 ATEX 2019

Permissible ambient temperature –20 °C up to +55 °C

Rated voltage see ordering details

Rated current up to 16 A

Frequency 50/60 Hz

Switching capacity AC-3 / DC-1 up to 415 V~ 16 A

Back-up fuse, max. without therm. protection: 16 A / with therm. protection: 35 A gL

Degree of protection to EN 60529 IP65

Enclosure material Light alloy, polyester paint finish

Wall  socket

Cable glands 2 x 3/4”, ISO 7/1, one plugged

Connecting terminals 2 x 1.0 - 2.5 mm2

Plug

Cabel glands Ø 8.5 - 13.5 mm

Connecting terminals 1 x 1.0 - 2.5 mm2 / PE: 1 x 1.5 - 6 mm2

Ordering detai ls

Voltage1) h Type Weight approx. Order No.

Type 16 A 3-pole

220 - 250 V 6 Wall socket 2.7 kg NOR 000 003 230 016

6 Plug 0.55 kg NOR 000 003 230 058

Type 16 A 4-pole

380 - 415 V 6 Wall socket 2.7 kg NOR 000 003 230 024

6 Plug 0.55 kg NOR 000 003 230 066

Type 16 A 5-pole

380 - 415 V 6 Wall socket 2.7 kg NOR 000 003 230 032

6 Plug 0.7 kg NOR 000 003 230 074
1) Others on request

Dimension drawing
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