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Technical  data

Ex-e cable glands metal  design CMDEL

Marking to 94/9/EC II 2 G Ex e II / II 2 D Ex tD

EC-Type Examination Certificate LCIE 97 ATEX 6005 X

Permissible ambient temperature –40 °C to +100 °C

Degree of protection accd. EN 60529 IP66 / IP68 - 10 bar

Thread ISO thread accd. ISO 965/1, ISO 965/2 and EN 60432

Enclosure material Brass, nickel-plated

Ordering detai ls

Thread Cable Ø A L E Weight Order No.
mm mm mm mm approx. kg

Cable gland type CMDEL for unarmoured cables with ISO thread

M10 x 1.5  1.5 – 5.0  15  17  7  0.017  CAP 221 004  

M12 x 1.5  4.0 - 8.0  18  17  7  0.021  CAP 221 204  

M16 x 1.5  7.0 - 11  22  20  8  0.036  CAP 221 604  

M20 x 1.5  8.0 - 13  24  20  8  0.043  CAP 222 004  

M25 x 1.5  13.0 - 18  30  24  9  0.071  CAP 222 504  

M32 x 1.5  17.5 - 25  41  28  10  0.143  CAP 223 204  

M40 x 1.5  24.5 - 33.5  52  38  11  0.263  CAP 224 004  

M50 x 1.5  33.0 - 43  63  42  12  0.386  CAP 225 004  

M63 x 1.5  43.0 - 55  77  47  13  0.583  CAP 226 304  

Cable gland type CMDEL for unarmoured cables with NPT thread

1/2“  7.5 - 13  24  20  16  0.045  CAP 183 134  

3/4“  12.5 - 18  30  24  16  0.022  CAP 183 144  

1“  17.5 - 25  41  28  20  0.034  CAP 183 154  

1“1/4  24.5 - 33.5  52  38  20  0.041  CAP 183 164  

1“1/2  24.5 - 33.5  52  38  20  0.042  CAP 183 174  

2“  33 - 43  63  42  20  0.046  CAP 183 184  

2“1/2  42.5 - 55  77  47  28  0.066  CAP 183 194  

CMDEL ISOCMDEL NPT
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Dimension drawing
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