Lighting Mounting Systems

Technique for industrial use
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Lighting Mounting

Pole-system 90° bended
for light support pipe

Technical data / dimension drawing

Light pole 90° bended

Light pole 90° bended, &)
@ 48.3 mm x 3.25 mm, hot galvanized, @%‘60 ©48.3x3,25
with drilled hole for light support pipe
LM 48 - 2300/300 - FT:

Hight 2,300 mm, nosing 300 mm

LM 48 - 1,900/300 - FT:

Hight 1,900 mm, nosing 300 mm.

1900

Light fitting support pipes

Light fitting support pipes

@ 48.3 mm x 3.25 mm, hot galvanized, 0483x325 | 050
with cable output @ 30 mm, o i
LTR 48 - 600 - FT: o0

Length 600 mm for 18 W luminaire 0483x38.25

LTR 48 - 1200 - FT: 7
Length 1.200 mm for 36 W luminaire 1200
LTR 48 - 1500 - FT: @ 48,3 x3,25 230
Length 1,500 mm for 58 W luminaire
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Light fitting support pipe clamps

Light fitting support pipe clamp
LTRS 48 - FT, 90° twisted,

hot galvanized,

complete with

stainless steel accessories.

Dimensions in mm

3
Ordering details

Type Description ou Order No.

LM 48 - 2300/300 - FT Light pole 90° bended with drilling hole f. LTR 48 and LTRS 48 1 2 2480 520 001
LM 48 - 1900/300 - FT Light pole 90° bended with drilling hole f. LTR 48 and LTRS 48 1 2 2480 520 002
LTR 48 - 600 - FT Light fitting support pipe with cable outlet 1 2 2480 530 001
LTR 48 - 1200 - FT Light fitting support pipe with cable outlet 1 2 2480 530 002
LTR 48 - 1500 - FT Light fitting support pipe with cable outlet 1 2 2480 530 003
LTRS 48 - FT Light fitting support pipe clamp 90° twisted 1 2 2480 550 012
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Dimensions in mm

Technical data / dimension drawing

Ordering details

Pole-system
45° bended

Light pole 45° bended, for pole mounted light fittings

Light pole 45° bended,

@ 48.3 mm x 3.25 mm, hot galvanized,
with pole tenon @ 42 mm,

LMZ 48 - 1900/190 - FT:

Length 1,900 mm/190 mm.

Light pole 45° bended, p.e. for floodlights

Light pole 45° bended, 2850

@ 48.3 mm x 3.25 mm, hot galvanized, e

LM 48 - 1900/190 - FT: EAV G
Length 1,900 mm/190 mm, & / .

with drilling hole for light support pipe 78
LTR 48 - 600 - FT N
LTR 48 - 1200 - FT
LTR 48 - 1500 - FT. .

1900

Light pole whip form 45° bended

Light pole whip form 45° bended,

@ 48.3 mm x 3.25 mm, hot galvanized,
with cable outlet

LMP 48 - 1900/1300 - FT:

Length 1,900 mm/1.300 mm

LMP 48 - 2100/1300 - FT:

Length 2,100 mm/1.300 mm

LMP 48 - 2100/800 - FT:

Length 2,100 mm/800 mm

Type Description ou Order-No.

LMZ 48 - 1900/190 - FT Light pole, 45° bended, for 1 2 2480 520 006
pole mounted light fittings

LM 48 - 1900/190 - FT Light pole, 45° bended, p. e. for floodlights 1 2 2480 520 007

LMP 48 - 1900/1300 - FT Light pole whip form, 45° bended 1 2 2480 520 003

LMP 48 - 2100/1300 - FT Light pole whip form, 45° bended 1 22480 520 004

LMP 48 - 2100/800 - FT Light pole whip form, 45° bended 1 2 2480 520 005



Lighting Mounting

Light pole fixtures

Technical data / dimension drawing

Light pole clamp LMHK 48/48 - ER

Light pole clamp, swivel,

with pole slip protection, for

pipes & 48.3 mm to railing @ 48.3 mm,
stainless steel, entirely pre-assembled.

Light pole clamp LMHS 48/48 - FT

Light pole clamp, fixed, for
pipes @ 48.3 mm to railing @ 48.3 mm,
hot galvanized, entirely pre-assembled.

Light pole clamp LMHSD 48/48 - FT

Light pole clamp, fixed,

with pole slip protection, for

pipes @ 48.3 mm to railing @ 48.3 mm,
hot galvanized, entirely pre-assembled.

Dimensions in mm

Ordering details

Type Description ou Order-No.

LMHK 48/48 - ER Light pole clamp, 1 2 2480 550 004
swivel, with pole slip protection

LMHS 48/48 - FT Light pole clamp, 1 2 2480 550 002
fixed

LMHSD 48/48 - FT Light pole clamp, 1 2 2480 550 003

fixed, with pole slip protection



Dimensions in mm
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Light poles, bended,
for wall mounting

Technical data / dimension drawing

LMW 48 - 500/1300 - FT

Light pole whip form, 45° bended,
@ 48.3 mm x 3.25 mm, hot galvanized,

with cable outlet & 7
Length 500 mm/1,300 mm. N V4
/'/
§ /('/(A
o
o
©
L 1]@ 48,3 x 3,25

LMW 48 - 500/800 - FT

Wall mounted light pole whip form, 45°
bended, @ 48.3 mm x 3.25 mm, hot
galvanized, with cable outlet,

Length 500 mm/800 mm.

LMHW 48 - FT
Light pole fixture, Bohrung @ 9
hot galvanized, driling @ 9

including fixing material, o Bohrung @ 11
set 2 pcs. T o diling @11
& Gy
63,5 +0,5
e

Ordering details
Type Description ou Order- No.:
LMW 48 - 500/1300 - FT Wall mounted light pole whip form, 45° bended, 1 2 2480 520 009

with cable outlet
LMW 48 - 500/800 - FT Wall mounted light pole whip form, 45° bended, 1 2 2480 520 008

with cable outlet
LMHW 48 - FT Light pole fixture for wall mounting, 1 2 2480 550 001

set 2 pcs.



Lighting Mounting

Fixing accessories

Technical data / dimension drawing

Pipe clamp

Pipe clamp , 2 mm thick,
D 14" = 38-42 mm,
with fixing accessories,
R12: hot galvanized,
R14: stainless steel,

set 2 pcs.

Pipe clamp

Pipe clamp , 2 mm thick,
D 12" = 47-51 mm,
with fixing accessories,
R22: hot galvanized,
R24: stainless steel,

set 2 pcs.

Pipe clamp

Pipe clamp , 2 mm thick,
@ 2" =56 - 60 mm,

with fixing accessories,
R32: hot galvanized,
R34: stainless steel, -

set 2 pcs.
IS
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Ordering details
Type Description ou Order-No.
R12 Pipe clamp, hot galvanized, @ 1%4” = 38-42 mm, set 2 pcs. 1 2 2480 462 000
R22 Pipe clamp, hot galvanized, @ 1%2” = 47-51 mm, set 2 pcs. 1 2 2480 472 000
R32 Pipe clamp, hot galvanized, @ 2” = 56-60 mm, set 2 pcs. 1 2 2480 482 000
R14 Pipe clamp, stainless steel, @ 1%4” = 38-42 mm, set 2 pcs. 1 2 2480 464 000
R24 Pipe clamp, stainless steel, @ 12" = 47-51 mm, set 2 pcs. 1 2 2480 474 000
R34 Pipe clamp, stainless steel, @ 2” = 56-60 mm, set 2 pcs. 1 2 2480 484 000
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Dimensions in mm

Technical data / dimension drawing

Light fitting mounting clamp, two-part, for pipe mounting

Light fitting mounting clamp LB 48 - FT, ,
two-part, 3mm thick, hot galvanized, for
pipes & 48.3 mm, with lateral slot I
9 mm for M8 fixing screw,

entirely pre-assembled with 2x carriage
bolt each, spring ring and hexagon nut
and light fixing with hexagon screw
M8x16, spring ring and screw locking
ring, stainless steel fixing accessories,

set 2 pcs. {}

C-bracket for light fitting mounting

30

C-bracket LAB-C50 - ER in stainless steel
for light fitting mounting, 3 mm thick,

with drilled hole for light fixing screw O ©
and lateral slot 9 mm for M8 fixing screw FJ
complete with hexagon screw M8x16, 9.5
spring ring and screw locking ring, —<o9s |
stainless steel fixing accessories,

set 2 pcs. =

L: M8x16
Eye bolt for light fitting mounting

Eye bolt A2, hot galvanized,

set 2 pcs.
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Ordering details

Type Description
LB 48 - FT Light fitting mounting clamp, two-part,
hot galvanized, set 2 pcs.
LAB-C50 - ER C-bracket in stainless steel
for light fitting mounting, set 2 pcs.
A2 Eye bolt, hot galvanized

set 2 pcs.

Fixing accessories

ou Order-No.

1 2 2480 550 010
1 2 2480 550 011
1 2 2480 002 000



Lighting Mounting

Fixing accessories

Technical data / dimesion drawing

Luminaire wall suspension for pole mounted light fittings

Wall bracket W 27, 15°, with pole tenon

. Rohr nach DIN 2441 (@ 42,4 x 4,05)
@ 42 mm, hot galvanized, Pipe accord. DIN 2441 (@ 42,4 x 4,05)
for pole mounted light fittings.
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Luminaire wall suspension with 30° angle

Luminaire wall suspension LH 30 - FT

for 30° wall mounting, hot galvanized, 5% @9 (85)
with fixing material ‘
(screw and screw locking ring), \g
set 2 pcs. .
Ol
K i
Vi 300
40 (68)

Luminaire wall suspension with 45° angle

Luminaire wall suspension LH 45 - FT
for 45° wall mounting, hot galvanized,
with fixing material

(screw and screw locking ring),

set 2 pcs.

Dimensions in mm

Ordering details

Type Description ou Order-No.

W 27 Luminaire wall suspension with 15° angle, hot galvanized, 1 2 2483 027 000
for pole mounted light fittings

LH 30 - FT Luminaire wall suspension with 30° angle, 1 2 2480 550 013
set 2 pcs.

LH 45 _FT Luminaire wall suspension with 45° angle, 1 2 2480 550 014
set 2 pcs.
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Dimensions in mm

Technical data / dimesion drawing

Hexagon screw for light fixing

Hexagon screw S4, stainless steel, M8,

Fixing accessories

set 2 pcs.
&
M8
Ceiling mounting bracket
Ceiling mounting bracket D 92 | |
) ) 225
in stainless steel, \ \
2mm thick, with fixing material, )
set 2 pes. o Y
M8,
PJ; 200 4
Il _J,
- «“=-9130
| == | [+
End caps
End caps for poles and pipes,
open and closed,
plastic, yellow, @48
@ 48 mm x 30 mm, Lange 30
lenght 30
Ordering details
Type Description ou Order-No.
S4 Stainless steel hexagon screw M8, 1 2 2480 054 000
set 2 pcs.
D92 stainless steel ceiling mounting bracket, 1 2 2480 092 000
set 2 pcs.
SEO 48 - K End cap, open with cable outlet 1 2 2480 550 015
SEG 48 - K End cap, closed 1 2 2480 550 016



Lighting Mounting

Canopies

Technical data / dimension drawing

Canopy for fluorescent light fittings 18 W

Canopy LSD 1200-ER 18 W for

fluorescent light fittings, stainless steel,

to protect fluorescent light fittings

from direct solar radiation

and aggessive media,

length: 1,200 mm, widht: 250 mm inside, \@0
thickness: 2 mm,

lateral folded: 50 mm <D

hole spacing: 400 mm,

with 2 drilled holes for screw M8

Canopy for fluorescent light fittings 36 W

Canopy LSD 1600-ER for 36 W for

flourescent light fittings, stainless steel,

to protect fluorescent light fittings from

direct insolation and aggessive media

Length: 1600 mm, widht: 250 mm inside,

thickness: 2 mm, ,\@00
lateral folded 50 mm

hole spacing: 700 mm,

with 2 drilled holes for screw M8

Hexagon nut driver SW13

4

Hexagon nut driver
for open and close
explosion protected

Dimensions in mm

Ordering details

Type Description ou Order-No.

LSD 1200 - ER Canopy for fluorescent light fittings in stainless steel, 1 2 2480 540 001
1200 mm length

LSD 1600 - ER Canopy for fluorescent light fittings in stainless steel, 1 2 2480 540 002
1600 mm length

SW 13 Hexagon 1 3 2485 000 005
nut driver
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