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NOUTATI IN  OFERTA  INTEC  AUTOMATIZARI                       

                                                                      
                                   BUTOANE DE ALARMA/URGENTA/ESD 
 
 

# Tip / Descriere Cod buc 
 

10 
Ex- Control unit GHG 41182: 1xDRT+1xM20(-30ºC to +50ºC) GHG 411 8201 R1390  

 CCuuttiiee  GGHHGG  4411118822  ccuu  11  bbuuttoonn  ccddaa  DDRRTT  iinn  ccoonnssttrruuccttiiee  aannttii--eexx EEx de IIC T6 / IP 66 cu certificare ATEX 
ptr  utilizare in zona 1 si 2 de pericol de explozie. Material: GRP/termoplastic armat cu fibra de sticla. 
Componente: 
1 x Buton cda DRT1-18-018, cu revenire, 1ND+1NI-material aur, cu revenire, 0,4A/230V, memb. silicon 
1 x Eticheta "RESET/CLOSE" 
1 x Ehicheta simbol cutie(La cda se va transmite lista cu simborile cutiei!;Ex; ESD8001;ESD8002;ESD8003) 
1 x Resistenta "End-of-line" cu valoarea din desen 
Intrari cablu: 1xM20 cu presetupa Ex e, plastic, pt. Cablu nearmat cu Øext=5-13mm 
Dim:125x85x77,5mm    Greutate:0.80kg   Marcaj: II2G II2D T480C    Conf. Pag. 9.38&52&8.4 

  

11 
EExx--  FFiirree--AAllaarrmmaa  PPuusshhbbuuttttoonn::  GGHHGG441111  8811::11xxDDRRTT++11xxMM2255  GHG4118101R0149 

 

 Certification: ATEX Approved  EEx de IIC T6/IP66  for zone 1 and 2. Material: GRP 
Components:  
1 x Pushbutton DRT 1-15-033 1NO+1NC, 4A/400V AC-11, "neutral red". 
Fire alarm with breaking glass for "pressed pushbutton; if glass will be broken, the 
pushbutton will return to primary position  Temp: -300C...+450C          
Cable entry:1xM25 with cable gland, plastic, for nonarmored cable of Øext=8-17mm.  
Dim:115x85x77.5mm; 0.9kg. Marking:  II2GD            Conf. pag. 9.36&53&8.4 

 

12 
BG2E Ex- Manual Call Point  BG2EDC1NR  

 BBuuttoonn  iinncceennddiiuu  BBGG22EE  iinn  ccoonnssttrruuccttiiee  aannttii--eexx EEx de IIC T6 T850/IP66 cu certificare ATEX ptr  utilizare in 
zona  1 si 2 de pericol de explozie.  
Material: GRP material plastic armat cu fibra de sticla, culoare: rosu natural. Contacte: 1CC/5A/0-30V DC. 
Intrari cablu:1xM20 din care 1 cu presetupa din plastic pt  cablu  nearmat cu  Øext=5,5-13mm  si 1 cu dop 
Dim:126x120x75mm; aprox. 1.40kg. Marcaj:  II2GD.                                              Conf. pag. 6DS029/J 

 

13 
BG2I Ex-i Manual Call Point  BG2INN1NR  

 BBuuttoonn  iinncceennddiiuu  BBGG22II  iinn  ccoonnssttrruuccttiiee  aannttii--eexx EEx ia IIC T4/IP66 cu certificare ATEX ptr  utilizare in zona 0, 
1 si 2 de pericol de explozie.  
Material: GRP material plastic armat cu fibra de sticla, culoare: rosu natural. Contacte : nu este cazul 
Intrari cablu:1xM20 din care 1 cu presetupa din plastic pt  cablu  nearmat cu  Øext=5,5-13mm  si 1 cu dop 
Dim:126x120x75mm; aprox. 1.40kg. Marcaj:  II2GD.                                              Conf. pag. 6DS029/J 

 

14 
SM87 PBLA  Ex- Manual Call Point  SM87PBLAD1T1B2YNY  

 BBuuttoonn  ddee  uurrggeennttaa  PPBBLL  iinn  ccoonnssttrruuccttiiee  aannttii--eexx EEx d IIC T6 /IP66&IP67 cu certificare ATEX ptr  utilizare 
in zona  1 si 2 de pericol de explozie.  Material: LM25TF Marine Grade Alloy. Culoare: galbena. Contacte: 
2ND/2amp/24V AC. Optiuni incluse: certificare ATEX, cheie pentru deblocare, finisare in galben, eticheta 
DUTY: "PUSH BUTTON", eticheta TAG (*In caz de comanda va rugam sa precizati textul).  
Intrari cablu:2 x M20x1,5  fara presetupe  
Dim:122x122x77,5mm        Greutate: ≈2.5kg          Marcaj:  II2GD                         Conf. pag. 4.8 

 
Pentru oferte si informatii suplimentare ne puteti contacta telefonic sau prin e-mail la sales@intec-
automatizari.ro. 


