MEDC Ltd . . .
m Colliery Road, Tel: +44 (0) 1773 864100 MEDC International Phone: +1 (713) 937 9772 Fax: +1 (713) 937 9773 E-Mail: us.sales@medcint.com

Ziné_tonﬁ Fax: +44 (0) 1773582800 | Houston USA
1SO9001 Certified RES S E—nz)aﬂ_: Sfﬂi@w MEDC Norway Phone: +47 51 82 98 98 Fax: +47 51 82 98 91 E-Mail: norway.sales@medc.com
United Kingdom Web-site: www.medc.com Stavange Norway
CABLE ENTRIES—
MOUNT ING Hozfl \\ MOUNTING STIRRUP TIONAL TAG LABEL
ol \
—_— ~—_ = -
~— 1 - 7 v
- @ . _¥_ -t
" 04
peM3 —-—-—-—-—- &1 #IZ343 % —1t-
' 304
- a 4 4
/
/
= N L T,
4 MOUNTING HOLES [ 5P 294 - -
ota — oPTIONAL TAG LasEL—"
2 OFF POS.
24643 COVER SCREWS:

Certification: Weatherproof, ATEX Compliant for zones 2 gas and dust, EEx n Il T4, ATEX Il 3 GD

Material/Colour Glass reinforced Polyester / Black

T f Power
Mounting Bracket JEtR s
Tappings
Termination 8 X 2.5mm2 15w
Weight 2.6kg (5.7Ib) 1:2 15.0
IP-Rating 66 & 67
Max. / Min. amb. temp -55°C to + 55°C (-67°F to +131°F) 2:3 7.5
Rated / Max. power 15 Watts 3:4 5.0
SPL 1W/1m 107 dba
SPL rated power 117 dba 13 4.0
Effective freq. range 400 — 7000Hz 2:4 20
Dispersion 1kHz 140
1:4 0.8
Options Body colour, Transformer Voltage, Duty /
Tag label.
Polar Plot at 1Khz
Frequency Response @ TW/1m for 15W unit 30-
(1/3 Octave Pink Noise) .
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